
 
 

 
 

 
 

 

 

 

Surface Acoustic Wave Filter 

 

 ̧ Application : BAND41(110MHz) Tx Filter 

 ̧ Model : SFDG26AQ102 

 ̧ Center Frequency : 2600 [MHz] 
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1. OUTLINE DRAWING & RECOMMENDED PCB 
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2. TEST FIXTURE 
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3. PERFORMANCE 

  

3-1. MAXIMUM RATINGS 

CHARACTERISTICS RATINGS UNITS 

DC Permissive Voltage 5 V 

Maximum Input Power 28 dBm 

Operating Temperature Range 20 ~ +85 ɒ 

Storage Temperature Range 40 ~ +85 ɒ 

  
 3-2. ELECTRICAL CHARACTERISTICS 

  
3-2-1. TABLE 

Ta = 20 ~ 85  

Item 
FREQUENCY RANGE 

[MHz] 
UNIT 

SPECIFICATION 

Min. Typ.(25 ) Max. 

Insertion Loss 2545 ~ 2655 dB  2.2 3.1 

Inband Ripple 2545 ~ 2655 dB  0.6 1.5 

Input VSWR 2545 ~ 2655 -  1.7 2.0 

Output VSWR 2545 ~ 2655 -  1.7 2.0 

Absolute 
Attenuation 

10 ~ 960 dB 40 50  

1225 ~ 1559 dB 30 35  

1559 ~ 1606 dB 27 34  

1606 ~ 1710 dB 27 32  

1710 ~ 2170 dB 27 29  

2170 ~ 2400 dB 27 29  

2401 ~ 2438 dB 35 42  

2421 ~ 2483 dB 37 39  

2750 ~ 4900 dB 30 33  

4900 ~ 6000 dB 33 35  

6000 ~ 8000 dB 22 29  

Termination Impedance 
Input: Unbalanced 50ɋ // 2.7[nH] 

Output: Unbalanced 50ɋ // 3.0[nH] 

 

 

 

 

 

 

 

 

 




